
Environment One not only created the grinder pump category, 
but consistently leads the industry both in system deployment 
and innovation.  E/One remains dedicated to total quality, 
continuous improvement and extreme customer satisfaction.

*Patent Pending

Environment One Corporation
2773 Balltown Road, Niskayuna, New York 12309
518.346.6161

Introducing the New
Universal Tank
Wet Well*

Available Early 2024

Scan to Learn More or
Visit eone.com

A PCC Company

Details
	Standard for all DH071 and WH101 tanks
	Injection molded HDPE, patent pending design
	Replaces corrugated wet well

Features
	Robust structural design
	Capable of deep burial (up to 160”/ 4.064m)
	Identical operating/storage volumes

Benefits
	Concrete ballast not required
	Reduces cost of installation by as much 
 as $400 per tank
	Reduces environmental impact of concrete

With an innovative, robust structural design, 
E/One’s Universal Tank Wet Well* sets the new 
standard for pressure sewer installations.  

Leading the Industry We Invented, Again.



36.3 in
(922 mm)
TO INLET

29.6 DIA in
(752 mm)

41.6 in
(1057 mm)

TO DISCHARGE

14 in
(355 mm)

23 gal
(87 L)

18 in
(457 mm)

30 gal
(114 L)

26 in
(660 mm)

46 gal
(174 L)

GASKETED LID, HDPE

INTERNAL WELL VENT
2.0" DIA

INLET GROMMET TO ACCEPT 4.50" O.D. 
PVC PIPE (STANDARD) 

DUST COVER SUPPLIED FOR SHIPMENT 
(NOT SUITABLE FOR BURIAL)

QUICK DISCONNECT ASSEMBLY
304 S.S.

S.S. CAST BALL VALVE

DISCHARGE 1-1/4" FPT

1-1/4" DISCHARGE LINE
304 S.S.

CHECK VALVE 
ANTI-SIPHON 

NORYL

HDPE ACCESSWAY
DUAL WALL, CORRUGATED

SEMI-POSITIVE 
DISPLACEMENT PUMP
DIRECTLY DRIVEN BY A 

1 HP MOTOR

ALARM

ON
OFF

E/ONE EQUALIZER

ELECTRICAL QUICK DISCONNECT
NEMA 6P (EQD)

INJECTION MOLDED PE 
WET-WELL TANK, 

69 gal (261L)

STRAIN RELIEF CORD 
CONNECTOR

PROTECTIVE CABLE 
SHROUD (HDPE)

POWER/ALARM CABLE
6-CONDUCTOR W/GND

DH071

FIELD JOINT REQUIRED FOR MODELS
DH071-129 / DH071-160 

CONCRETE BALLAST NOT REQUIRED

NOTE: DIMENSIONS ARE FOR REF ONLY

NA0050P02

MODEL DH071

NA0050P02
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DETAIL SHEET

SGS
CONCRETE BALLAST NOT REQUIRED


